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PAC BUNKER SHIELD

Although Integris has used diligent care to ensure that the information provided in this document is accurate and up to date, Integris 
makes no representation or warranty, express or implied, as to the accuracy, reliability or complete-ness of the information. In no event 
shall Integris be liable for any damages arising from the reader’s reliance upon, or use of, the information or materials contained in this 
document. The reader shall be solely responsible for any interpretation or use of this information and materials. The content of this 
document is subject to change without further notice. Please contact your Integris representative for more details.

PHYSICAL AND FUNCTIONAL DESCRIPTION
WEIGHT

Total 200 Kg (± 15 Kg)
This weight includes all handles, lightning system with batteries and removable footshield.

Side panel 15 Kg (± 2 Kg)
This weight includes the handle.

Top panel with viewport 29 Kg (± 3 Kg)
This weight includes the handle.

Removable footshield 8.5 Kg (± 2 Kg)

Trolley 102 Kg (± 5 Kg)
This weight includes lower & middle panel.

SIZE
Shield 180 cm
Width main protection 57 cm
Side panel 31 x 75 cm
Width shield with side panels deployed 107 cm
Ground clearance (without footshield) 35 cm
Ground clearance (with footshield) 5 cm
Viewport vision 30 x 15 cm

CX-802 TL
Product description
The Mobile Tactical Bunker Shield manufactured by Integris is 
composed of the following items:
• Trolley system
• 1 main protection with 3 ballistic panels. The top panel include a 

removable ballistic viewport
• 1 footshield to reduce the ground clearance of the main protection
• 4 side panels; 2 on each side, 1 over the other

The Mobile Tactical Bunker Shield comes with the following accessories:
• 1 Soft cover to protect the viewport in storage configuration
• 1 Pouch Attachment Ladder System (PALS)
• A strap to maintain the panels in the storage configuration
• 1 durable weather-resistant cover for storage of Shield in storage 

configuration

All the ballistic protection panels and the viewport offer the same 
protection level:
• NIJ 0108.01 Level III+ (5.56x45 SS109) & NIJ 0108.01 Level IV .30-06 

APM2 (7.62x63 mm Armour Piercing)
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Deployed

Storage configuration


